The wet seal Composite panel system offers simplicity and design. The panels are fabricated with a rout and return flange available in various sizes. Composite material can be radius, straight, tapered to achieve any desired appearance. Composite panels can be installed over various substrates. Please contact M.G. McGrath, Inc. for information.

- **Materials**
  - 3mm, 4mm, and 6mm
  - Steel, Stainless steel, Aluminum and Copper
  - *Some restriction apply. Contact M.G. McGrath or additional information

- **Sizes**
  - Sheet width - 50” or 62” typical
  - Sheet Length - 144” typical
  - *Contact M.G. McGrath for additional sizes

- **Finishes**
  - Painted, Anodized, Mill finished
  - *Contact M.G. McGrath for additional finishes

- **Features**
  - Can be formed to fit almost any application
  - Sealant joints accommodate large panels
  - Panels will not oil can
  - Panels can be installed over almost any substrate

- **Limitations**
  - Size Limitations
    - Panels require a minimum 1” depth for installation
    - Not recommended for roof applications

- **Notes**
  - Standard and fire rated cores available

---

**Composite Panel Profile**

1387 EAST COPE AVENUE * MAPLEWOOD, MN 55109
PHONE 651.704.0300 * FAX 651.704.9989 * www.mcgrathshtmtl.com
The MG COMPOSITE Panel can be radius, tapered, and welded to suit nearly any design function. The system provided customers with a smooth, flat, blemish free finished product. There is a wide variety of colors and finishes available. Please contact M.G. McGrath for more detailed information regarding your project.

Northrup Pedestrian Bridge •
22 Gauge Brushed Steel Diamond Shingles

Brookdale Regional Center •
4MM Composite Panel