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3rd Party Systems & Specified Finishes

TYPICAL FEATURES & CONSIDERATIONS

THE MCGRATH PROJECT SCOPE IS TYPICALLY THE ENTIRE
EXTERIOR FAGADE (ALL SURFACES):

Including:

D All metal rainscreen/additional rainscreen materials (i.e. terra
cotta, stone surfaces, glass rainscreen systems, GFRC)

D All glass systems (i.e. unitized curtain wall/window wall/other
glass systems/fenestrations including door systems)

. Architectural building & site features (i.e. canopies, sun systems,
fins)

. Associated project systems (i.e. glazed-in panels, back pans,
shadow boxes, mechanical louvers, grilles, vents, flashings,
coping, insulation)

D Architectural roofing - For select projects, McGrath’s scope
includes roofing systems using specialty metals and unique
roof designs.

When a 3rd party product manufacturer’s systems or panel sheet
finish is specified and under McGrath’s scope, McGrath collaborates
with these product providers in the following ways:

D McGrath coordinates with the manufacturer of systems during
the pre-bidding analysis, the formal bid, the pre-award interview,
in the project kickoff and throughout all design assist, VDC, pre-
construction project detailing and installation processes.

D McGrath coordinates with the manufacturer of panel sheets
with specified finishes for formal bidding, mock-ups if included,
and supply chain fulfillment during the project. McGrath
obtains these panel sheets and then fabricates these materials
into McGrath systems and finishes for the project including
installation.
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MCGRATH'S RAW, FINISHED & 3RD PARTY SPECIFICATIONS APPROACH

MCGRATH’S PATINA FINISHES SPECIFIED:

. McGrath’s extensive portfolio of patented metal patina finishes
is specified for projects. In select cases, these finishes are
listed as the equal or alternate specified finish.

D McGrath frequently utilizes our base patina foundations to
create designer specific modifications for color or texture
goals. McGrath Patina Finishes are craft finished at McGrath’s
facilities starting with raw materials. These patinas which have
been modified to meet designer goals become the specified
finish, usually with no equal or alternate.

ANODIZED, PVDF COATED, PRINTED OR TRANSFER PAPER
N SPECIFIED FINISHES:

McGrath either:

. Acquires raw material and then utilizes appropriate manufacturing
partners to create the specified finishes to be applied on flat stock.
Then McGrath fabricates these specified finish sheets into the project
specific system or;

D McGrath acquires pre-finished, named 3rd party flat stock sheets to
be project fabricated by McGrath.

. PRE-FABRICATED & PRE-FINISHED:

[9p) D For select projects, McGrath acquires pre-shaped (extruded,
bent, seamed) and pre-finished panels and then McGrath
provides the final fabrication based on specific project dimension
and installation requirements (i.e. - extruded aluminum panels
with a specific wood finish are specified. McGrath brings in 12'+
sections and fabricates to create the specific required panels
required across the project.

D This may include aluminum framing systems for curtain wall,
storefronts, entrances, long extruded architectural siding, ACM
or specialized architectural features.




