
McGrath Batten Seam panel systems are formed to suit a wide variety of substrates 
and applications for walls. This style of standing seam panel features a snap on batten 
cap and is mechanically fastened with concealed fasteners. The hold down clips and 
batten caps allow for movement while still providing a unique design. Panels are 
installed in a sequential pattern, overlapped, and capped with a batten to form a water 
resistant system. Can be installed in any sequence due to separated seam cap, and 
works well for leave out installs around windows, door, or louver applications.

•	 Includes hold-down clips, batten caps, and stiffeners if required

•	 Panel system to accommodate substructure tolerance of +0 to -1/8 inch

•	 Panels can be installed over a variety of substrates

•	 Custom alloys available based on material choice

•	 Lengths can be cut to size as needed

•	 Batten can be supplied in 1.5” or 2” wide

•	 Batten height: 1-7/16”

FEATURES AND OPTIONS
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MATERIALS & FINISHES

MATERIAL THICKNESS SIZES (TYPICAL) FINISHES

Aluminum

Stainless

Steel

Copper

Width: 8” to 20”
Height: 5’ to 50’

Width: 8” to 20”
Height: 5’ to 50’

Width: 8” to 20”
Height: 5’ to 50’

Width: 8” to 20”
Height: 5’ to 50’

Anodized, powder-coated, and painted 
finishes (standard or custom) available

Brushed, matte, mirror, satin, hammered, 
colored, polished, bead blasted, textured, 
patterned, etc. available 

Standard, custom, & McGrath blackened 
or weathered patina finishes available

Standard, custom, & McGrath copper or 
aged copper patina finishes available

.032” & .040”

24 - 26 gauge

22 - 26 gauge

16, 20, & 24 oz

Zinc
Width: 8” to 20”
Height: 5’ to 50’

Standard, custom, & McGrath zinc patina 
finishes available

.7mm & .8mm
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EXAMPLE FINISH OPTIONS

MG MCGRATH
CUSTOM PATINAS

MG MCGRATH
CUSTOM PATINAS

STAINLESS
STEEL FINISHES

POWDER COATED
FINSIHES

PAINTED
FINISHES

ANODIZED ALUMINUM 
FINISHES

GALVANIZED
STEEL FINISHES

*Additional finish options on McGrath’s website. Materials, sizes, and 
thicknesses are general guidelines and estimates. Capabilities and 
options may vary as material gauge and panel length fluctuate. Please 
contact McGrath for a detailed range of size options and capabilities 
based on your project’s requirements and design intent*

WOOD GRAIN
FINISHES

TESTING STANDARDS RESOURCES DOWNLOAD

•	 ASTM B209 

•	 NFPA 285 

•	 ASTM B117 

•	 ASTM G48

–    Aluminum & Aluminum Alloys

–    Standard Fire Test

–    Salt Spray (Fog)

–    Pitting and Crevice Corrosion 	
     Resistance
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