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Dry Set System 
PRODUCT SERIES: PLATE AND COMPOSITE METAL WALL SYSTEMS - METAL & ACM

ARCHITECTURAL RAINSCREEN

The Dry Set panel system by McGrath offers meticulous accuracy and consistent 
design. Panels are fabricated with automated CNC Router technology to insure 
precise joinery and tolerance. Materials can be radius, straight, or tapered to achieve 
any desired appearance along with rout and return flange options available in various 
sizes. Dry Set panels can be designed as part of a rainscreen system to meet the 
needs of your project.

FEATURES AND OPTIONS

•	 Includes panel clips and stiffeners if required

•	 Panel system to accommodate substructure tolerance of +0 to -1/8 inch

•	 Panels can be installed over a variety of substrates

•	 Custom alloys available based on material choice

•	 Available panel depths: 1-3/4” (no visible fasteners on return legs), or 2” (visible fasteners)

•	 Typical joint size: 9/16”
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Dry Set System 
PRODUCT SERIES: PLATE AND COMPOSITE METAL WALL SYSTEMS - METAL & ACM

ARCHITECTURAL RAINSCREEN

MATERIALS & FINISHES

MATERIAL THICKNESS SIZES (TYPICAL) FINISHES

Aluminum

Metal 
Composite 
(MCM)

Aluminum 
Composite 
(ACM)

Copper

Width: 48” or 60”
Length: 120” or 144”

Width: 50” to 62”
Length: 120” to 196”

Width: 50” to 62”
Length: 120” to 196”

Width: 36”, 48”, or 60”
Length: 96”, 120”, or 
144”

Standard and custom colors available

Zinc, Copper, Titanium, & Stainless Steel

Standard and custom colors available

Standard, custom, & McGrath copper or 
aged copper patina finishes available

.080”, 3/16”, 
1/8”, & 5/16”

3mm, 4mm, 
& 6mm

3mm, 4mm, 
& 6mm

32oz, 3/16”, 
5/16”, or 1/8”

Zinc
Width: 50” to 62”
Length: 120” to 196”

Standard, custom, & McGrath zinc patina 
finishes available

1.5mm

EXAMPLE FINISH OPTIONS

MG MCGRATH
CUSTOM PATINAS

MG MCGRATH
CUSTOM PATINAS

MCM STAINLESS
STEEL

POWDER COATED
FINSIHES

PAINTED
FINISHES

ANODIZED ALUMINUM 
FINISHES

CUSTOM
COLORS

*Additional finish options on McGrath’s website. Materials, sizes, and 
thicknesses are general guidelines and estimates. Capabilities and 
options may vary as material gauge and panel length fluctuate. Please 
contact McGrath for a detailed range of size options and capabilities 
based on your project’s requirements and design intent*

WOOD GRAIN
FINISHES
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TESTING STANDARDS RESOURCES DOWNLOAD

•	 ASTM B209 

•	 NFPA 285 

•	 ASTM B117 

•	 ASTM G48

–    Aluminum & Aluminum Alloys

–    Standard Fire Test

–    Salt Spray (Fog)

–    Pitting and Crevice Corrosion 	
     Resistance

FL BUILDING CODE


